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4" PVC TO DAYLIGHT AND

SURFACE FLOW TO RAIN GARDEN

± 20 LF, 4" PVC (BURIED)

18" CATCH BASIN

(TO CAPTURE DOWNSPOUT

DISCHARGE FROM PAVILION ROOF)

SPILLWAY / OUTLET

(3' TOP WIDTH, 0.00% SLOPE)

RAIN GARDEN PLANT LAYOUT:

INSTALL SIMILAR SPECIES IN

GROUPINGS OF 3-5 IN LOOSE,

INTERCONNECTED DRIFTS WITH

OTHER PROPOSED SPECIES.
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SCARIFY TO A

DEPTH OF 12-18"

AMENDED TOPSOIL - 12" MIN,

10% MAX CLAY

JUTE MATTING (TYP),

SEE LANDSCAPE PLAN FOR

SEEDING AND PLANTING
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SPILLWAY ELEV: +0.5'

TOP OF BERM: +0.5'

N

0’ 10’ 20’

IZAAK WALTON

LEAGUE

707 CONSERVATION LANE

GAITHERSBURG, MD 20878

RAIN GARDEN AND MEADOW

CONSTRUCTION DRAWING

MBA-IWL

5/19/2020

1 5/26/2020 MBA comments

C:\Users\akorzon\Dropbox (LWLA)\Larry Weaner Team Folder\Clients\MBA - Muddy Branch Alliance\01_WORKING DESIGN FILES\CAD\External References\pBASE-Izaac Walton League_icat.dwg

LARRY WEANER

landscape associates

2920 mt carmel ave. |  glenside, pa 19038

www.lweanerassociates.com

215.886.9740

DRAWING NUMBER

STAMP

OF

DRAWING TITLE

DRAWN: REVIEWED:

PROJECT NUMBER: 

ISSUE DATE:

REVISIONS

LANDSCAPE PLAN

1

1

AK

NOTES:

1. RAIN GARDEN AND SPILLWAY TO BE MATTED WITH JUTE MATTING.

2. SEEDING AND MATTING SHALL OCCUR IN SAME MOBILIZATION AS CONSTRUCTION.

3. RAIN GARDEN BOTTOM = 200 SF.

4. EXISTING CLAY CONTENT = 26%.

5. SOIL TO BE AMENDED WITH LEAF COMPOST OR EQUAL.

6. COMPOST REQUIREMENT: 1.5 - 2.0 CY.

SCALE: 1/4"=1'-0"

RAIN GARDEN AND SPILLWAY
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